22mm IBS Promaseal

Fill nominal 10mm gap with the
appropriate Holdfast Firecryl
acoustic and fire rated sealant
to manufacturer's specifications

50mm bugle head coarse
thread screw

Plasterboard lining fixed with —/

75mm Supercrete™ Panel

Deflection head fixed to soffit at 600mm
maximum centres as per manufacturer's
specifications
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= ————— Fill nominal 10mm gap with the
g appropriate Holdfast acoustic and
fire rated sealant to manufacturer's
specifications

Plasterboard lining fixed with
50mm bugle head coarse thread
screws

: \, Plasterboard as per system

requirements

14-10 x 65mm hex head screw

Fill nominal 10mm gap with the
appropriate Holdfast acoustic
and fire rated sealant to
manufacturer's specifications

Plasterboard as per system -
requirements —\ '

Supercoat™ Superbase render used —— -
as leveling bed between Supercrete™
Panel and concrete slab

Base angle fixed to concrete slab
at 600mm maximum centres as
per manufacturer's specifications
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75mm Supercrete™ Panel

Wall insulation as per project
specifications

14-10 x 100mm bugle head
screw

Fill nominal 10mm gap with the
appropriate Holdfast acoustic and
fire rated sealant to manufacturer's

A.W.S. - Vertical Cross Section
of Type 4 Wall

Supercrete =

Date:  December 2013 Scale: 1:5 Detail No. 4.4.2

This drawing must be read in conjunction with the Supercrete Acoustic Wall Systems Design Guide




